Incubator

CO: Incubator CO: Incubator

Features:

* Air jacket: equipped with UV Lamp for sterilizing;

Features:
Water jacket: equipped with HEPA filter.
* Equipped with USB port and LCD touch screen, * UV Lamp for sterilizing the incubator.
the incubator can save data in real time. * Infrared sensor for accurate CO:z concentration.
* Water tank for humidity in the chamber. * Water tank for humidity in the chamber.
* High quality infrared sensor for accurate CO2 concentration. * COz incubator pressure regulator.
* The working chamber adopts round angle structure, easy to clean. ¥ - * The working chamber adopts round angle
* High quality CO2 gas filter ensures the inside gas quality. structure, easy to clean. H
* SMC brand gas circuit valves ensure more stable CO2 concentration and less consumption of CO2 gas. * Microcomputer controller, LED displays
* Microcomputer controller, LCD displays temperature curve, CO2 concentration, run-time and timing. temperature, COz concentration, run-time
' F imi L L
Optional Accessories: 1. Pressure regulator and timing.
2. APP remote operating system (can realize the control of the device within the LAN)
Technical Parameters: Technical Parameters:
Model 5 C = —— e
Capacity 50L 0L 160L Model -c8oll -C160ll N C270
Heating Air jacket (water jacket optional for BJPX-C80) Capacity 8oL 160L 270L
Temp. Range RT+5~60°C Heating Air jacket/water jacket
Control type PID control Temp. Range RT +5 ~60°C
Temp. fluctuation <0.2°C Control Type PID control
Temp. uniformity <+0.3°C (at 37°C ) Temp. Fluctuation <+0.2°C
Time setting 99%h or continuous Temp. Uniformity < +0.3°C
Alarm Audible and visual alarm; over-temperature alarm; CO2 Concentration alarm. Time Setting 906H or contintots
Shelves 2 pes/adjustable =
p L E Over-temperature alarm; CO:z Concentration alarm;
Material External cold-rolled steel with painting; internal stainless steel Alarm
temperature sensor error alarm; water-shortage alarm.
Door Double - -
R oh raGal Polystyrens film Shelves 2 pcs/adjustable 3 pes/adjustable
CO2 control Infrared sensor, range 0-20%; CO2 concentration control error 5%+0.1% Material External cold-rolled steel with painting; Internal stainless steel
Humidification type Water tank for natural evaporation Door Double
Sterilization type UV lamp for air jacket (UV lamp optional for water jacket) Insulation Material Polystyrene film
Caster Footmaster caster CO2 Control Infrared sensor; Range 0~20%
Consumption 350W(air jacket) | B600W(air jacket) 875W(water jacket) | B650W(air jacket) Humidification Type Water tank for natural evaporation
Power Supply AC110/220V+10%, 50/60Hz Sterilization Type UV lamp
398%446*498(air jacket T T R
Internal size (W*D*H)mm 368*387*408 L ) 498*546*678 + 600W(air jacket) 700W(air jacket) 1200W(air jacket)
380*450*590(water jacket) Consumption 5 - :
= 900W(water jacket) 1200W(water jacket) 2100W(water jacket)
External size(W*D*H)mm 500%527*821 800;89G 921 A acket) 7006661101
+109
543°628*1033(water jacket) Power Supply AC220V£10%, 50/60Hz
R I Internal Size(W*D*H) mm 410*405*510 505*455*700 600*600*750
5 » S 735*735*1070(air jacket)
Packing size D*H)mm *685* *800*
g stze (DL SRR a7 oD ok e External Size(W'D*Hymm |  570°590°850 6706401030 7707901080
138(air jacket) Package Size(W*D*H) mm 700*740*1020 800*780*1200 900*940*1260
Gross weight(kg) 110 . 168 =
158(water jacket) Gross Weight(kg) 90 115 165




