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RANGE 12.X

AF1X AF2X AF2-2X AF4-2X AF4-3X AF4-4X

Model compatible with

active carbon fi lter AF1X AF2X AF2-2X AF4-2X AF4-3X AF4-4X AF10 AF11

Model « HEPA H14 ready » 

compatible with an H14 HEPA 

fi lter and / or active carbon fi lter
AF1X1 AF2X1 - - - - - -

External dimensions (mm)

H 1900 1900 1900 1950 1950 1950 850 550

W 800 800 800 1600 1600 1600 810 810

D 545 545 545 545 545 545 325 325

Internal dimensions (mm)

H 1500 1660 1660 1660 1660 1660
(2x) 535

+ (1) 250
535

W 760 780 (2x) 380 (2x) 780
(1x) 790

+ (2x) 380
(4x) 380

(2x) 385

+ (1x) 300
790

D 500 500 500 500 500 500
(2x) 275

+ (1x) 305
275

Compartments 1 1 2 2 3 4 3 1

Number of shelf 4 4 8 demi 8 4+8 demi 16 demi 2 1

Number of base trough 1 1 2 2 3 4 2 1

with 4 shelves 140 140 120 280 260 240

Storage capacity (L) 41 36

with 5 shelves 180 180 150 360 330 360

Weight (kg) 115 140 150 280 290 300 50 35

Active carbon fi lter
For organic vapours

ORG300

(16 kg)

ORG300

(16 kg)

ORG300

(16 kg)

ORG300

(16 kg)

ORG300

(16 kg)

ORG300

(16 kg)

CDFORG

(4 kg)
-

« Universal » active carbon fi lter
for organic and corrosive vapours

CORG301

(15 kg)

CORG301

(15 kg)

CORG301

(15 kg)

CORG301

(15 kg)

CORG301

(15 kg)

CDFCORG

(4 kg)
-

Active carbon fi lter
for formaldehyde vapours

FOR300

(16 kg)

FOR300

(16 kg)

FOR300

(16 kg)

FOR300

(16 kg)

FOR300

(16 kg)

FOR300

(16 kg)

CDFFOR

(4 kg)
-

Kit for using without 

an active carbon fi lter
CAR300

(3 kg)

CAR300

(3 kg)

CAR300

(3 kg)

CAR300

(3 kg)

CAR300

(3 kg)

CAR300

(3 kg)
- -

H 4 HEPA fi lter frame SH300 SH300 - - - - - -

H14 HEPA fi lter for powder HEP300 HEP300 - - - - - -

Please remember that for each specifi c application we can provide fi lters.

Filtralarm SFA2 SFA2 SFA2 SFA2 SFA2 SFA2 SFA2 SFA2

Manual pump PMAF PMAF PMAF PMAF PMAF PMAF PMAF PMAF

Pack of 10 reactive tubes for « organic tests » TROR TROR TROR TROR TROR TROR TROR TROR

Pack of 10 reactive tubes for « corrosive tests » TRAC TRAC TRAC TRAC TRAC TRAC TRAC TRAC

Pack of 5 reactive tubes for « organic tests » 

and 5 for « corrosive tests »
TROA TROA TROA TROA TROA TROA TROA TROA

Additional shelf (H25 x L780 x P500 mm) for 

AF1X – AF1XH – AF2X – AF2XH – AF4-2X – AF4-3X
ESAF2X ESAF2X - ESAF2X ESAF2X - - -

Additional half-shelf (H25 x L370 x P500 mm)

for AF2-2X – AF4-3X – AF4-4X
- - ESAF2-2X - ESAF2-2X ESAF2-2X - -

WARNING: Filter must be changed at least once a year. 

N.B.: Our ORG300 and CORG301 fi lters can not be used with AF2, AF2-2, AF4-2, AF4-3, AF4-4 and AF1 cabinets. You can only use these fi lters  with AF2X, 

AF2-2X, AF4-2X, AF4-3X, AF4-4X and AF1X cabinets. The cabinets are delivered without active charcoal fi lter and / or without H14 HEPA fi lter. You must 

select one depending on the stored chemicals. CAUTION! The active charcoal fi lter must be changed at least once a year. 
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